MOD: TX52 Y3/Y2 QUATTRO/Y2 TWIN - TX66 Y3/Y2 QUATTRO/Y2 TWIN - TTL 52 - TTL 66
TA15-20-25-30M/Y/MS/MY/YS 15 ST.

MODULO MOTORIZZATO RADIALE ALTA PRESSIONE
Radial driven tool high pressure
Radial angetriebenes Werkzeug hochdruck

MT. sl

Via Casino Albini 480
Tel. 0541/956034-957884
Fax 05417956341
L7842 S. GIOVANNI IN M. (RN)
e-mail: mimaemtmarchetti.com
http://www .mtmarchetti.com
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Mandrino Coppia Max | Lubrificazione int. | Lubrificazione est. CHIAVI NON INCLUSE * Chiave inclusa
Cod. MT | spindie | | | RPM | Max Torque | Coolant through Ext. coolant Keys not included  Key mcluged
Spindel Max Drehmoment| !mnenkuehlung | Aussenkuehlung Schluessel nicht einbegriffen
= Schluessel inbegriffen
NKM1370132 | ERA3Z | 11| 6000 50Nm P=T0bar X CHUB30 | CHTAER32ZC » | MNZ0410005
CMZ PRODUZIONE MODULI ROTANTI
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